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• Certified HEPA Class H14 (99.995% @ 0.18 µm)

• Stainless Steel Filter chamber
• Remote Control
• More Power Sources Available By Request
• Atex Z22 Certification Available By Request

Optionals

Primary Filter Cartridge

Surface Area 32 ft² (3 m²)

Media Class (IEC 60335-2-69) Antistatic Polyester - Class M

Cleaning System DUSTOP

 Compact, portable and constructed with powder coated steel

 Spark-free brushless motor (up to 10,000 hour life expectancy)

 ENDLESS BAG safe bagging system (65.6 ft / 20 m)

 Adjustable height to facilitate transport on vehicles

 DUSTOP reverse pulse cleaning system

 Sliding dumper for DUSTOP system included

 Large filter surface preventing filter clogging

 Easy filter replacement

 Tangential inlet with cyclone filter protector

 NRTL certified for Class II, Division 2 hazardous locations

Filtration

MISTRAL 201 BL LP D2 is a versatile and lightweight industrial vacuum with an  “endless” safe bagging system. It’s a great solution for 

lead, asbestos, silica and other toxic dusts. Thanks to the gas springs system, the height can be adjusted to facilitate transport on 
vehicles. NRTL tested and certified for Class II, Div. 2 environments, it adds an extra layer of safety and assurance.

Features

FOOD AND 
BEVERAGE

GOVERNMENT 
AND UTILITY

PHARMACEUTICAL 
AND BIOTECH

CHEMICAL 
PROCESSING

WOOD, TEXTILES 
AND PAPER

METALS AND 
MINERALS

BUILDING AND 
CONSTRUCTION

MISTRAL 201 BL LP D2

Voltage V - Hz 115 - 60  1~

Power HP (kW) 1.5 (1.1)

Max Water Lift inH2O (mmH2O) 88 (2250)

Max Air�ow CFM (m3/h) 126 (215)

Capacity ft (m) ENDLESS BAG - 65.6 (20)

Dimensions in (WxLxH) 20 x 19 x 49

Weight lbs (kg) 121 (35)

Noise Level (EN ISO 3744) dB(A) 74

Suction Inlet in (mm) 2 (50)

Electrical protection IP 55

NRTL CERTIFIED FOR CLASS II, DIVISION 2

652 COMPLIANT

Groups F, G


